
Annex A consist of the following: 

 

• AHU (7 pages) 

• Chiller loading rating of 650RT (1 page) 

• Chiller loading rating of 380RT (2 pages) 

• Chiller loading rating of 200RT (1 page) 

• ACMV CHW Plant Layout (1 page) 
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STARTER TYPE (1) SOLID STATE STARTER - 3 LEAD 

 
(*) Designates Specified Input  
 

 

 
Compliant with ASHRAE 90.1 - 2004  
Compliant with ASHRAE 90.1 - 2007  
Compliant with ASHRAE 90.1 - 2010  
 
Compliant with the requirements of the LEED Energy and Atmosphere Enhanced Refrigerant Management Credit (EAc4).  
 
Materials and construction per mechanical specifications - Form 160.75-EG1. 

Issue Date: 01/13

Project: Project

Engineer: Sales Eng

Customer: customer

Software Version: YW 13.01a

Rating Program: LTC

Rev: v1_128.idd

Date: 05/09/13

Page: 2 of 2

 

PARTLOAD RATING WITH CONSTANT ENTERING CONDENSER WATER TEMP 

MODEL YKKCKSH95ENG (MOTOR SELECTED BY USER) 

REFRIGERANT (LB 134A) 1814 GEAR CODE  RJ(SPEC)

RATED NET CAPACITY (TR) 650 SPECIFIED NET CAPACITY (TR) 650

INPUT POWER (KW) 339 MAX MOTOR LOAD (KW) 361

VOLTAGE / HZ 415 / 50   
ORIFICE (VARY) VALVE:3 OPTISOUND CONTROL   YES

ISOLATION VALVE YES   
FLA 545 LRA 3478

MIN CIR. AMPS. 682 MAX C.B. 1200

INRUSH (AMPS) 1565   

SSS SIZE 26LAK-50   
FULL LOAD (kW/TR) 0.522 IPLV 0.439

 Evaporator Condenser

FLUID WATER* WATER*

% BY WEIGHT 0.0* 0.0*

TUBE MTI NO. 321* 260* / 260

PASSES 2* 2*

FOUL FACTOR 0.00010* 0.00025*

FLUID ENT TEMP (°F) 53.97 85.00*

FLUID LEV TEMP (°F) 44.00* 94.17

FLUID FLOW (gpm) 1560.0* 1950.0*

FLUID PRDROP (ft) 11.3 11.8

PART LOAD PERFORMANCE:

Pct 
Load

CAP 
(TR)

Pct 
Power

Inp Pwr 
(KW)

EEFT 
(°F)

ELFT 
(°F)

CEFT 
(°F)

CLFT 
(°F)

Sys Perf 
(KW/TR) 

100.0 650.0 100.0 339 53.97 44.00 85.00 94.17 0.522

90.0 585.0 90.3 306 52.97 44.00 85.00 93.26 0.523

80.0 520.0 81.1 275 51.97 44.00 85.00 92.35 0.529

70.0 455.0 72.6 246 50.98 44.00 85.00 91.44 0.541

60.0 390.0 62.8 213 49.98 44.00 85.00 90.54 0.546

50.0 325.0 54.0 183 48.98 44.00 85.00 89.63 0.563

40.0 260.0 45.7 155 47.98 44.00 85.00 88.73 0.596

30.0 195.0 37.2 126 46.99 44.00 85.00 87.83 0.646

20.0 130.0 28.6 97 45.99 44.00 85.00 86.92 0.746

15.6 101.7 24.5 83 45.56 44.00 85.00 86.52 0.816

Certified in accordance with AHRI Water-Cooled Water Chilling Packages Using 
Vapor Compression Cycle Certification Program, which is based on AHRI Standard 
550/590 (IP). 
Certified units may be found in the AHRI Directory at www.ahridirectory.org. 

 
AUXILIARY COMPONENTS INCLUDED IN TOTAL KW – OIL PUMP & HEATER, CHILLER CONTROLS.  
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SALES REPORT 

Project: JTC GES
Unit Tag: Ch 5

Engineer: Eugene Teng
Customer: JTC Submit

Rating Program: LTS 1.0.6005
Software Version: YW 16.03a

Date: 08/02/2016 10:50:41

Unit Specifications 
Model YMC2-S1336AB Refrigerant R134a
Specified Net Capacity (Tons) 380.0 Refrigerant Charge (lb) 1314
Rated Net Capacity (Tons) 380.0 Variable Orifice V2
Full Load (kW/Ton.R) 0.5205 Isolation Valve Y
NPLV.IP (kW/Ton.R) 0.3197 OptiSound Control Y
Input Power (kW) 197.8 Voltage / Hz 415 / 50.0
Starter Type HYP0490XHC***-68A FLA (Amps) 288
Compressor M2C-233FAC A-Weighted SPL (dBA) 72
Evaporator EB3314-321-CS*-2*** Min Circuit Ampacity 360
Condenser CB2914-260-FS*-2*** Max Circuit Breaker Amps 600
Sales Model YMC3314C2914F233M2B

Evaporator Condenser
Fluid Water* Water*
Tube MTI No. 321* 260* / 260
Passes 2* 2*
Fouling Factor (hr-ft²-°F/Btu) 0.000100* 0.000250*
Entering Fluid Temp (°F) 53.97 85.00*
Leaving Fluid Temp (°F) 44.00* 94.26
Fluid Flow (gpm) 912.0* 1140*
Fluid Pressure Drop (ft) 8.13 7.72

(*) Designates User Specified Input
Certified in accordance with the AHRI Water-Cooled Water Chilling and Heat Pump Water-Heating Packages Using 
Vapor Compressor Cycle Certification Program, which is based on AHRI Standard 550/590 (I-P) and AHRI 551/591 

(SI). Certified units may be found in the AHRI Directory at www.ahridirectory.org. Auxiliary components included in total 
kW: Chiller Controls.

Compliant with ASHRAE 90.1-2004.
Compliant with ASHRAE 90.1-2007.
Compliant with ASHRAE 90.1-2010.

Materials and construction per mechanical specifications - Form 160.84-EG1.
Auxiliary components included in total kW - Chiller controls.
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Project: JTC GES
Unit Tag: Ch 5

Engineer: Eugene Teng
Customer: JTC Submit

Rating Program: LTS 1.0.6005
Software Version: YW 16.03a

Date: 08/02/2016 10:50:41

Partload Data (CEFT constant) 

% Load
Net

Capacity
(Tons)

% Power 
Input

Power
(kW)

EEFT
(°F)

ELFT
(°F)

Evap
Flow
(gpm)

Evap PD
(ft)

CEFT
(°F)

CLFT
(°F) kW/Ton.R

100 380.0 100 197.8 53.97 44.00 912.0 8.13 85.00 94.26 0.5205
90 342.0 89 175.5 53.97 44.00 820.8 6.75 85.00 93.33 0.5131
80 304.0 78 155.0 53.97 44.00 729.6 5.49 85.00 92.40 0.5099
70 266.0 69 136.4 53.97 44.00 638.4 4.32 85.00 91.49 0.5128
60 228.0 61 119.9 53.97 44.00 547.2 3.19 85.00 90.58 0.5258
50 190.0 53 104.8 53.97 44.00 456.0 2.22 85.00 89.69 0.5517
40 152.0 46 91.21 53.71 44.00 374.5 1.49 85.00 88.81 0.6001
30 114.0 41 80.78 51.28 44.00 374.5 1.49 85.00 87.94 0.7086
20 76.00 41 80.57 48.85 44.00 374.5 1.49 85.00 87.15 1.060
15 56.12 42 83.33 47.58 44.00 374.5 1.49 85.00 86.76 1.485

Certified in accordance with the AHRI Water-Cooled Water Chilling and Heat Pump Water-Heating Packages Using 
Vapor Compressor Cycle Certification Program, which is based on AHRI Standard 550/590 (I-P) and AHRI 551/591 

(SI). Certified units may be found in the AHRI Directory at www.ahridirectory.org. Auxiliary components included in total 
kW: Chiller Controls.

Compliant with ASHRAE 90.1-2004.
Compliant with ASHRAE 90.1-2007.
Compliant with ASHRAE 90.1-2010.

Materials and construction per mechanical specifications - Form 160.84-EG1.
Auxiliary components included in total kW - Chiller controls.
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STARTER TYPE (1) SOLID STATE STARTER - 3 LEAD 

 
(*) Designates Specified Input  
 

 

 
Compliant with ASHRAE 90.1 - 2004  
 
Materials and construction per mechanical specifications - Form 160.81-EG1. 

Issue Date: 01/13

Project: Project

Engineer: Sales Eng

Customer: customer

Software Version: YW 13.01a

Rating Program: LTC

Rev: v1_128.idd

Date: 05/09/13

Page: 2 of 2

 

PARTLOAD RATING WITH CONSTANT ENTERING CONDENSER WATER TEMP 

MODEL YRVDVDT0555C (MOTOR SELECTED BY USER) 

REFRIGERANT (LB 134A) 835     
RATED NET CAPACITY (TR) 200 SPECIFIED NET CAPACITY (TR) 200

INPUT POWER (KW) 111 MAX MOTOR LOAD (KW) 221

VOLTAGE / HZ 415 / 50   

ORIFICE (VARY) VALVE:2     

ISOLATION VALVE NO   
RLA 183 LRA 1358

MIN CIR. AMPS. 229 MAX C.B. 450

INRUSH (AMPS) 615   

SSS SIZE 07L_K-50   
FULL LOAD (kW/TR) 0.555 IPLV 0.426

 Evaporator Condenser

FLUID WATER* WATER*

% BY WEIGHT 0.0* 0.0*

TUBE MTI NO. 271* 260* / 260

PASSES 2* 2*

FOUL FACTOR 0.00010* 0.00025*

FLUID ENT TEMP (°F) 53.97 85.00*

FLUID LEV TEMP (°F) 44.00* 94.30

FLUID FLOW (gpm) 480.0* 600.0*

FLUID PRDROP (ft) 13.3 13.0

PART LOAD PERFORMANCE:

Pct 
Load

CAP 
(TR)

Pct 
Power

Inp Pwr 
(KW)

EEFT 
(°F)

ELFT 
(°F)

CEFT 
(°F)

CLFT 
(°F)

Sys Perf 
(KW/TR) 

100.0 200.0 100.0 111 53.97 44.00 85.00 94.30 0.555

90.0 180.0 88.3 98 52.97 44.00 85.00 93.35 0.544

80.0 160.0 77.5 86 51.97 44.00 85.00 92.41 0.538

70.0 140.0 68.5 76 50.98 44.00 85.00 91.50 0.543

60.0 120.0 61.3 68 49.98 44.00 85.00 90.59 0.567

50.0 100.0 54.1 60 48.98 44.00 85.00 89.71 0.600

40.0 80.0 49.6 55 47.98 44.00 85.00 88.84 0.688

30.0 60.0 46.8 52 46.99 44.00 85.00 88.00 0.867

24.4 48.8 46.8 52 46.43 44.00 85.00 87.55 1.065

Certified in accordance with AHRI Water-Cooled Water Chilling Packages Using 
Vapor Compression Cycle Certification Program, which is based on AHRI Standard 
550/590 (IP). 
Certified units may be found in the AHRI Directory at www.ahridirectory.org. 

 
AUXILIARY COMPONENTS INCLUDED IN TOTAL KW – OIL HEATER, CHILLER CONTROLS.  
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